
SoundTracker® System
Cuts noise up to 90% for clearer  
communications.

NOAA weather & 
emergency alert 
Be prepared for storms and  
emergencies with built-in  
NOAA radio receiver.

NightWatch® illuminated
front panel 
Fully illuminates radio’s function  
settings for easy viewing.

SWR calibration 
Allows calibration of the antenna  
system for maximum performance.

4 Watts power output 
 Maximum power allowed by law  
for extended communication range.
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Nothing Comes Close to a Cobra®

NightWatch® Illuminated Front Panel Ideal for switch and control recognition day or night.

7 NOAA Weather Channels Instant access to 7 National Weather Channels, 24 hours a day, in all 50 states.

Emergency Weather Alert Alerts you if threatening weather is nearby with an alert tone even when CB is turned off.

SoundTracker® Dramatically improves the sound quality of the transmission and reception of CB signals.

4 Watts AM RF Power Output The maximum allowed by law.

SWR Calibration Allows calibration of antenna system for maximum performance.

Antenna Warning Indicator Illuminates when antenna needs checking.

Delta Tune Used to clarify incoming signals.

RF Gain Adjusts receive gain in weak and strong signal areas.

Switchable NB/ANL For increased noise reduction.

Dimmer Control Adjusts brightness of the channel display and signal strength meter.

Instant Channel 9/19 Instant access to emergency channel 9 and information channel 19.

4-Pin Front Microphone Connector Allows convenient installation to be in dash or under dash.

Tactile Controls Allows you to actually feel where the dial is in it’s rotation without taking your eyes off the road.

Adjustable Dynamike® Boost Dynamically boosts microphone for increased voice clarity.

9 Foot Microphone Cord For easy reach within any area of the vehicle.

PA Capability Use CB radio as a Public Address System with PA speaker. Receive signals can also be monitored 
 through PA.

Unit Dimensions 2.25” H x 7.25” W x 9.25” D
 (57.15mm x 184.15mm  
 x 235mm)

Unit Weight 5.6 lbs. (2540.12g.) 

Frequency Control: Phase Lock Loop Synthesizer

RF Output Power: 4 Watts 

CB Channels: 40 Channels 
 (26.965 to 27.405 MHz)

Master Pack    12.75”H x 19.25”W x 13.75”D
Dimension: (323.8mm x 489mm x 349.2mm)

Master Pack       36.2 lbs. (16,420g.)
Weight:

 
*Specifications subject to change without notice*

*All dimensions (H x W x D)*

Features                                   Benefits

Unit Specifications - General

SKU#:                29 WX NW ST

UPC#:                     0 28377 90300 7

Package  13.25” H x 12” W x 3” D
Dimension:  (336.5mm x 304.8mm x 76.2mm)

Master Pack Qty: 6
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